High Sensitivity / High Accuracy / Isotropic
(omni-directional) Professional RF Meter

RF  Electromagnetic field
- monitor  combining  the

major features of
professional quality
equipment (compare to

Narda and Holaday) with

convenience and simplicity
: for users on a budget.
Direct E-field readout in
calibrated V/m with 4
ranges: 2 (min sensitivity
is 0.2), 20, 200, and 600.
Covers frequencies from
200kHz - 3GHz.

Multimode (

) operation
allows monitoring of the
sinusoidal or modulated
fields by displaying the
average or peak values.
Portable light weight design
with long lasting battery
and detachable isotropic
probe offers convenience in the field. Or
mount the probe on the included tripod
and use it with/ without remote output
monitoring (200 mV into 1 MOhm, full
scale) to facilitate datalogging or
laboratory applications.

. Dynamic range: 0.2 - 600 V/m

(same as 10 nW/cm2 - 95 mW/cm?2).
Accuracy: £0.5 dB

Frequency range: ! .
Operating modes: Ave., Peak & Pulse
Auto zeroing.

NIST calibration certificate, CE mark
Hard Case with custom foam insert

5 foot cable connects probe to meter
6 foot remote monitoring cable (dual
banana) for DMM / PC interface

. Plastic probe tripod

. 9V battery (~100 hours usage)

. Warranty 1 year. Made in USA
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Need still more range? How about 18 GHz!

All the same great
features of the
Smart Field meter
but with these
enhanced
capabilities:

Dynamic range:
)y ) 012

Frequency range:
"

Ranges:
2,20, 200, 600 V/m

Resolution (at range):
0.01 V/m (2 V/m and 20 V/m)
0.1 V/m (200 V/m)
1 V/m (600 V/m)

Field Gauge™ for checking calibration in
the field, plus all the great features and
accessories as Smart Fieldmeter are
included.

S W& (- )*++++ L 3-- -

# 4 54
67 2 $
4 2 %

Provides Simple
Connection Of
Smart Fieldmeter
To PC.

This kit supports

one Smart Fieldmeter and contains in one
stylish metal box the isolating differential
amplifier (with more than 120 dB AC
decoupling) and DAQ module acquiring
120 samples/sec with RS232 PC output.
Software for data streaming, recording
and archiving is included.
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A convenient performance tester for Smart Fieldmeters.
instantaneous
calibration. Very fast and easy. Saves money in unnecessary
re-calibrations. Best part: included with every new meter!

verification of the instrument’s

Toll free in USA: 1-888-537-7363

International: +1-518-432-1550

Fax: 1-309-422-4355
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